
  

 
 
Q: Does the manufacturer specific training card also cover the OSHA crane regulation?  
A:  Yes, it does if the job is under the jurisdiction of the NYC DOB.  

o Option (4): Licensing by a government entity. 

o 1926.1427(e)(1)  

o For purposes of this section, a government licensing department/office that issues 

operator licenses for operating equipment covered by this standard is considered a 

government accredited crane operator testing organization if the criteria in paragraph 

(e)(2) of this section are met. 

Q: What is a mini crane? 
A: A mini crane is either a: 

Telescopic mini crawler cranes with outriggers designed for easy transport and utmost 

handiness. These machines can work in very different places – slopes, stairs, passageways and 

difficult-to-reach places – and do not require long set-up: a new and convenient lifting system 

that ensures savings in terms of time and money as well as elevated safety levels and improved 

lifting performance. 

Minipickers with Pick & Carry self-propelled electric cranes powered by a battery and radio-

remote controlled. The Pick & Carry mode means that the crane doesn’t need to be stabilized 

and can move while handling the hoisted load. Suitable for works in warehouses or spaces 

where access is difficult for other cranes and where handling of heavy loads through doors is 

required. Minipickers are also used with Jekko hydraulic manipulators or vacuum lifters for 

handling and laying of glass panes, and their versatility is increased by tools such as winches, 

jibs, and lifting beams. 

Q: Do I need a Prototype # or CD1 & 2 to operate my mini crane on site? 
A: No. Only if the mini crane has a maximum capacity above 3 tons or boom length above 50’  

 

Q: What are the pros and cons of multiple part winch lines? 
A: Each additional part line used on the load block the winch capacity will increase by that factor. i.e. on 
the Jekko MPK20 the max single line pull is 1,320#. If put into two part line this will increase to 2,640#.  
The Con to having multiple part lines is two fold. The speed of the winch also decreases by this factor. 
i.e. two part line half the speed. The second is the effective vertical distance for the hook block is also 
reduced by about half.  

 

Q:  Can all jekko mini cranes be operated by remote control? 
A: Yes all Jekko mini cranes have the ability to be ran with the remote control. This allows for a safer and 
more user friendly crane operation  
 
Q: Can the mini cranes be limited in their working area? 
A: Yes, the Jekko SPX series can have virtual walls easily entered to prevent the crane from moving in an 
undesired area  
 
 
 



  

 
 
Q: Are all Mini Cranes ANSI tested and approved for use in the USA? 
A: This standard is part of the NYC DOB requirements. All Jekko mini cranes have ANSI B30.5 – SAE J765 
& J1063 certificate of compliance.  
 
Q: Do mini cranes have an LMI system?  
A: Yes, the mini cranes are required to have an LMI system to determine the load being lifted. The Jekko 
Mini crane uses boom length and angle to determine the maximum allowed load. At any point the 
operator can see the value of the load lifted at the boom tip and the maximum allowed in their current 
condition.  

 
 
Q: Are we allowed to operate overtop of an outrigger that is short jacked or not in the maximum 
angle? 
A: It depends on the angle of the outrigger but the Jekko mini crane monitors the crane rotation angle 
and the outrigger configuration. The LMI will automatically be adjusted in this region to keep the 
machine in safe lifting conditions.  

 
 
Q: Can mini cranes operate on diesel or electric? 
A: Yes they can. The tracked jekko mini cranes can either come with a battery pack that can be charged 
overnight or during use. The diesel machines also have the option of a plug in powerpack. Simply 
connect the cord to the power source and flip a switch to have 100% continuous electric powerpack.  


